Defining the Tactical Edge

INSTANTEYE®
ROBOTICS

Features

Endurance > 27 minutes with our exclusive
Mission Battery
From stowed to operational in ~1 minute
Silent motor drive, low audible signature
Encrypted, all-digital communications
Requires only a single operator
Operates in all weather, all locations Operatorcontrolled waypoint navigation Integral
gimbaled EO/IR cameras
EUD/tablet compatible, intuitive hand controller
Operator-level service and maintenance
Seamless GPS/non-GPS flight operation
(in development)
Base System

2- Aircraft
1- Ground Control
Station-D(GCS-D)
1- Ruggedized
GCS Display (Tablet)
1- GCS Cable
6- Aircraft/GCS-D
Batteries (QTY 2
1.3Ah; QTY 4 MB)
1- Battery Charger Kit
1- Propeller Kit
1- Spare Antenna Kit
1- Transport Case
1- Field Case

Specifications
Weight: - Aircraft: Less than 9 oz. (flight weight)
- GCS-D: 0.8 lbs. (GCS-D), 1.3 lbs. (tablet)
- Shipping (base system): 14 lbs.
Size:

- Aircraft (stowed): 7.63 x 13 x 1.75 in.
- GCS-D: 7 x 2.5 x 4.6 in. (GCS-D)
9 x 6 x 1 in. (8” tablet)
- Shipping (base system): 20 x 15.5 x 8 in.

Video Range: LOS, up to 1.5 kilometers
Speed: Hover to 20 mph
Endurance: 12-15 minutes with base battery; 20-27
minutes with mission battery
Service Ceiling: 12,000 feet MSL

InstantEye® Mk-3 GEN5-D1/D2 sUAS

InstantEye is a family of combat-proven, high-performance, affordable, aerial robotic systems that
can be hand launched/recovered by a single operator in any weather. They are full-spectrum
organic enablers that provide on-demand tactical situational awareness to enhance force
protection, mitigate operational risk, and inform the ground force commander’s decision-making.
The InstantEye Mk-3 GEN5-D1/D2 aircraft is the smallest in the family, weighting 9 oz. with a 13 inch
footprint. It has low audible and visual signatures, allowing it to effectively conduct close area target
reconnaissance (CATR) at wind speeds exceeding 20 mph. All InstantEye Mk-3 systems feature stateof-the-art, all-digital data communications and data encryption.

Wind Station Holding: 20 mph

Specifications subject to change without notice. Visit www.instanteyerobotics.com for the most up-to-date specifications.
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